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must stop immediately and lay to, or
must maneuver in such a way to per-
mit the Coast Guard boarding officer to
come aboard. Failure to permit a Coast
Guard boarding officer to board a ves-
sel or refusal to comply will subject
the operator or owner of the vessel to
the penalties provided in law.

(b) Coast Guard boarding vessels will
be identified by the display of the
Coast Guard ensign as a symbol of au-
thority and the Coast Guard personnel
will be dressed in Coast Guard uniform.
The Coast Guard boarding officer upon
boarding a vessel will identify himself
to the master, owner, or operator and
explain his mission.

[CGFR 65–50, 30 FR 16656, Dec. 30, 1965, as
amended by CGD 72–132R, 38 FR 5750, Mar. 2,
1973; CGD 95–027, 61 FR 25997, May 23, 1996]

Subpart 26.20—Exhibition of
Motorboat Operator’s License

§ 26.20–1 Must be available.
(a) Any person to whom a license as

a motorboat operator has been issued
shall have such license in his posses-
sion and available for immediate pro-
duction to any Coast Guard boarding
officer at all times during which any
vessel which he is operating is carrying
passengers for hire.

Subpart 26.25 [Reserved]

Subpart 26.30—Work Vest

SOURCE: CGFR 68–65, 33 FR 19982, Dec. 28,
1968, unless otherwise noted.

§ 26.30–1 Approved unicellular plastic
foam work vests.

(a) Buoyant work vests carried under
the permissive authority of this sub-
part shall be of an approved type, and
shall be constructed, listed, and labeled
in accordance with subpart 160.053 of
subchapter Q (Specifications) of this
chapter.

§ 26.30–5 Use.
(a) Approved buoyant work vests are

considered to be items of safety ap-
parel and may be carried aboard vessels
to be worn by crew members when
working near or over the water under
favorable working conditions.

(b) When carried, approved buoyant
work vests shall not be accepted in lieu
of any portion of the required number
of approved lifesaving appliances re-
quired by § 25.25–10 of this subchapter.

§ 26.30–10 Stowage.
(a) The approved buoyant work vests

shall be stowed separately from the
regular stowage of required lifesaving
equipment.
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